
MECHANICAL DATA SHEET: VESSEL 

R10505701 PLANT ITEM No. 

24590-111 W-LFP-VSL-00001 

Reference Data 
Not Appiicabie 
LFP-AGT-OOOOI 
LFP-PMP-0000lA. LFP-PMP-OOOOIB 

P&ID: 

Process Data Sheet: 

Vessel Drawing 

Spray Nozzles I LFP-NOZ-00001, LFP-NOZ-00002 I 
Desian Data 

245-LA Uy-MS-rFP-POOO 1; 24590-LA W-M6-LFP-P000fi 
/I\ 3i7 b5 

2459o-Lll W-MY-LFP-PO004 

Quality Level 

Seismic Category 

Service/Contents 

Design Specific Gravity 

Maximum Operating Volume I gal 

Total Volume I gal 

~~ 

CM (Note 4) Fabrication Specs 24590-WTPyP&MV00-TPOOl 
SC-Ill Design Code ASME VI11 Dlv I 
LAW Melter Feed Code Stamp Yes 

NB Registration yes 1.90 
7,689 Weights (Ibs) Ooerating - Test 

9,123 Estimated 37,000 I 157,100 I 113,300 
I I 

Inside Diameter I inch I 132 Wind Design I h o t  Required 
LengthIHeight (TL-TL) I inch I 126 I SnowDesign I Not Reauired 

Vessel Vessel CoillJacket 
Ooerating Desian Desion Seismic Design '24590-WTP-3PS-MV00-TPOOZ 

!2459O-WTP-3PSFBOl-TOOOl 
Internal Pressure 

Min Design Metal Temp. I "F I 40 I Hydrostatic Test Pressure * I Psig I 

15 None Seismic Base Moment * ,ft'lb 
FV N & , ~  Postweld Heat Treat 'pot Required 
150 N~~~ Corrosion Allowance Inch 0.04 Top Head 

0.125 Shell 8 Btm Head 

Note: Please note that source, special riuclear and byproduct materials, 
as defined in the Atomic Energy Act of '1954 (AEA), are regulated at 
the U.S. Department of Energy (DOE) facilities exclusively by DOE 
acting pursuant to its AEA authority. DOE asserts, that pursuant to the 
AEA, it has sole and exclusive responsibility and authority to regulate 
source, special nuclear, and byproduct materials at DOE-owned nuclear 

Rev. Reason for Revision BY I 

rein Ion+qdionuclides is provided for 

Checked Review Approved Date 

This BupP doprnent contains a total of 2 sheets. - 
1 issued for Permittir 

0 Issued for Permittit 
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L@ 1 MECHANICAL DATA SHEET: VESSEL 

Materials of Construction 
Material Minimum Thickness I Size Containment 

See Drawing Auxiliary 
See Drawing Primary 

SA-240 318 (Note 2) See Drawing Primary 
See Drawing NlA 

PLANT ITEM No. 

2459o-LA W-LFP-VSL-00001 

JackeffCoilslHalf-Pipe Jacket NIA 
See Drawing Thennowells Primary 

Note 3 

Insulation Material 

Internal Finish 

External Finish 

Insulation Function 

Forgings/ Bar stock SA-I82 F31'6 (Note 2) See Drawing 'NIA 
NIA .NIA 
NIA :NIA 

Not Applic4ble 
Welds desdaled as laid 
Welds descaled as laM 

Miscellaneous Data 
Orientation I Wertical I SupportType I Skirt t I 

Remarks . 
* To be determined by the vendor. i 

I Note 1: Deleted. 
Note 2: Material shall have Carbon Content of 0.030% Max. Non-welded items are excluded fram this requlrement. 
Note 3: Nozzle necks below nonnal operating level are Primary, others Auxiliary. See 24590-WTP-3PS-MV00-TPOOl for ND 
Note 4: Additional NDE requirements should be as per 6.4 of 24590- voeTPoo1.~ ' 
Note 5: Contents of this document are dangerous waste pennit a I )  - 
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